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Notices 

Copyright Notice 

© Keysight Technologies 2018 

No part of this document may be reproduced in any form or by any means (including electronic storage and 
retrieval or translation into a foreign language) without prior agreement and written consent from Keysight 
Technologies, Inc. as governed by United States and international copyright laws. 

Warranty 

The material contained in this document is provided “as is,” and is subject to being changed, without notice, in 
future editions. Further, to the maximum extent permitted by applicable law, Keysight disclaims all warranties, 
either express or implied, with regard to this manual and any information contained herein, including but not 
limited to the implied warranties of merchantability and fitness for a particular purpose. Keysight shall not be 
liable for errors or for incidental or consequential damages in connection with the furnishing, use, or performance 
of this document or of any information contained herein. Should Keysight and the user have a separate written 
agreement with warranty terms covering the material in this document that conflict with these terms, the 
warranty terms in the separate agreement shall control. 

Technology Licenses 

The hardware and/or software described in this document are furnished under a license and may be used or 
copied only in accordance with the terms of such license. 

U.S. Government Rights 

The Software is "commercial computer software," as defined by Federal Acquisition Regulation ("FAR") 2.101. 
Pursuant to FAR 12.212 and 27.405-3 and Department of Defense FAR Supplement ("DFARS") 227.7202, the 
U.S. government acquires commercial computer software under the same terms by which the software is 
customarily provided to the public. Accordingly, Keysight provides the Software to U.S. government customers 
under its standard commercial license, which is embodied in its End User License Agreement (EULA), a copy of 
which can be found at http://www.keysight.com/find/sweula or https://support.ixiacom.com/support-
services/warranty-license-agreements. The license set forth in the EULA represents the exclusive authority by 
which the U.S. government may use, modify, distribute, or disclose the Software. The EULA and the license set 
forth therein, does not require or permit, among other things, that Keysight: (1) Furnish technical information 
related to commercial computer software or commercial computer software documentation that is not 
customarily provided to the public; or (2) Relinquish to, or otherwise provide, the government rights in excess of 
these rights customarily provided to the public to use, modify, reproduce, release, perform, display, or disclose 
commercial computer software or commercial computer software documentation. No additional government 
requirements beyond those set forth in the EULA shall apply, except to the extent that those terms, rights, or 
licenses are explicitly required from all providers of commercial computer software pursuant to the FAR and the 
DFARS and are set forth specifically in writing elsewhere in the EULA. Key-sight shall be under no obligation to 
update, revise or otherwise modify the Software. With respect to any technical data as defined by FAR 2.101, 
pursuant to FAR 12.211 and 27.404.2 and DFARS 227.7102, the U.S. government acquires no greater than 
Limited Rights as defined in FAR 27.401 or DFAR 227.7103-5 (c), as applicable in any technical data. 52.227-14 
(June 1987) or DFAR 252.227-7015 (b)(2) (November 1995), as applicable in any technical data. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.keysight.com/find/sweula
https://support.ixiacom.com/support-services/warranty-license-agreements
https://support.ixiacom.com/support-services/warranty-license-agreements
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+1.818.871.1805 – Fax 
www.ixiacom.com/contact/info 
 
 

   

 

  

Global Support +1 818 595 2599 support@ixiacom.com 

APAC Support +91 80 4939 6410 
  
support-asiapac@ixiacom.com 

EMEA Support +40 21 301 5699 support-emea@ixiacom.com 

Greater China Region +400 898 0598 support-china@ixiacom.com 

Hong Kong +86 10 5732 3932 support-china@ixiacom.com 

India Office +91 80 4939 6410 support-india@ixiacom.com 

Japan Head Office +81 3 5326 1980 support-japan@ixiacom.com 

Korea Office +82 2 3461 0095 support-korea@ixiacom.com 

Singapore Office +656 494 8910 support-asiapac@ixiacom.com 

https://www.ixiacom.com/contact/info
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mailto:support-emea@ixiacom.com
mailto:support-china@ixiacom.com
mailto:support-china@ixiacom.com
mailto:support-india@ixiacom.com
mailto:support-japan@ixiacom.com
mailto:support-korea@ixiacom.com
mailto:support-asiapac@ixiacom.com
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Overview 

Document Purpose 

These release notes provide information regarding the BreakingPoint 8.40.1 

(Version: 8.40.17.58, Build: 325096) release. This includes information about new 

features, resolved SRs, known defects and workarounds (if available). 

Background 

Powered by Application and Threat Intelligence, BreakingPoint enables companies 

to maintain resilient IT infrastructures against escalating threats. Only 

BreakingPoint security and performance testing products stress and optimize end-

to-end IT infrastructures by creating real user actions with a blend of application 

and attack traffic including malware, mobile malware, DDoS, and more. 

Technical Support 

To contact the BreakingPoint Support team, e-mail them at support@ixiacom.com or 

call them at 1-818 595 2599. 

Documentation 

The listed BreakingPoint documentation can be obtained at: 

https://support.ixiacom.com/user-guide > BreakingPoint 

• Ixia BreakingPoint User Guide 

• Ixia BreakingPoint Virtual Edition (VE) Installation Guide 
• Ixia BreakingPoint Migration Guide 

Documentation for, PerfectStorm - XGS12 Chassis Platform Assembly Guide, can 

be obtained at: 

http://downloads.ixiacom.com/library/user_guides/IxOS/8.00/EA_8.00_Rev_A/XG

S12ChassisPlatformAssemblyGuide/XGS12ChassisPlatformAssemblyGuide.pdf 

 

 

 

  

mailto:support@ixiacom.com
https://support.ixiacom.com/user-guide
http://downloads.ixiacom.com/library/user_guides/IxOS/8.00/EA_8.00_Rev_A/XGS12ChassisPlatformAssemblyGuide/XGS12ChassisPlatformAssemblyGuide.pdf
http://downloads.ixiacom.com/library/user_guides/IxOS/8.00/EA_8.00_Rev_A/XGS12ChassisPlatformAssemblyGuide/XGS12ChassisPlatformAssemblyGuide.pdf
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New Features 

The new features in BreakingPoint 8.40.1 release are: 

Cloud Update Service: 

In BreakingPoint 8.40.1 release, we are introducing the ability to deliver 

ATI updates (Applications, Strikes and Malware) directly from within the 

BreakingPoint Administration page. The Cloud Update service delivers a 

better user experience for updating and managing the content from your 

ATI subscription. If your BreakingPoint system has Internet connectivity, 

you will be notified when ATI updates are available at log on. A link to the 

BreakingPoint Administration page is also provided.    

The process of reviewing release notes, downloading the update package, 

and then installing the update can all be managed with the BreakingPoint 

Administration page. This feature does not replace or remove the current 

offline update process. Currently, only ATI (Strikepack, Evergreen, and 

Malware) updates are available through the Cloud Update Service. 

Limitations 

• Not supported on Windows IxOS Platforms 

Customer Issues Resolutions: 

This release also addresses a few important issues reported by 

BreakingPoint users from the field. Please refer to Resolved issues section 

for the complete list.  
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Software Compatibility 

BreakingPoint 8.40.1 (8.40.17.58 Build 325096) Firmware Release is a cross-

platform release. Please review the following table to identify the software 

required for your hardware platform.  

 
Note: Storm and FireStorm are not supported in the BreakingPoint 8.40.1 

release. We recommended that you do not upgrade Storm and FireStorm systems 

to BreakingPoint 8.40.1. 

 

Platform BreakingPoint 

Firmware 

IxOS 

Software 

Flix OS 

Software 

XGS12-HS 

chassis  

(PerfectStorm 

Load Modules) 

BreakingPoint 

8.40.1 

(8.40.17.58 

Build 325096) 

IxOS 

8.40EAPatch2 

 

FlixOS for Native IxOS: 

2017.2.77.xx 

(see the Product Compatibility 

Matrix for the correct FlixOS 

version) 

FlixOS for Windows IxOS: 

2017.2.0.xx 

PerfectStorm 

ONE Fusion 

appliances 

BreakingPoint 

8.40.1  

(8.40.17.58 

Build 325096) 

IxOS 

8.40EAPatch2  

FlixOS for Native IxOS: 

2017.2.77.xx 

(see the Product Compatibility 

Matrix for the correct FlixOS 

version) 

Note: Starting with 8.13, 

PerfectStorm ONE does not 

support Windows-based software. 

To support 8.13 and higher 

releases, PerfectStorm ONE 

appliances need to be converted 

to Native IxOS. 

BreakingPoint 

Virtual  

BreakingPoint 

8.40.1 

(8.40.17.58 

Build 325096) 

Not Applicable 

 

  

http://www.ixiacom.com/support/product_compatibility_matrix/index.php
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
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Hardware Compatibility 

The BreakingPoint 8.40.1 Release is supported on all hardware platforms and 

BreakingPoint VE. 

12-slot XGS12 Chassis and CloudStorm/PerfectStorm Fusion Load Module 

Part 
Number 

Description 

940-0006 XGS12-HS 12-slot, Chassis Bundle 

905-1014 CloudStorm 25GE FAN-OUT FACTORY INSTALLED Option 

905-1015 CloudStorm 25GE FAN-OUT-UPG FIELD UPGRADE Option 

905-1018 CloudStorm 10GE FAN-OUT FACTORY INSTALLED Option 

905-1019 CloudStorm 10GE FAN-OUT-UPG FIELD UPGRADE Option 

905-1028 Field Hardware Upgrade from CloudStorm 10G to CloudStorm 10/40G 

905-1030 
Field Hardware Upgrade from CloudStorm 10/40G to CloudStorm 

10/40/25G 

905-1030 Field Hardware Upgrade from CloudStorm NonFusion to CloudStorm Fusion 

944-1232 CloudStorm Fusion, 2-port 100GE Load Module (CS100GE2Q28NG), 40G 

Support with Upgrade license 

944-1237 CS40GE2Q28NG: CloudStorm 40G fusion  

CloudStorm Fusion, 2-port 40GE Load Module (CS40GE2Q28NG), 100G 

Support with Upgrade license 

944-1201 PerfectStorm Fusion, 2-port 40/10GE QSFP+ Load Module (PS40GE2NG)  

944-1200 PerfectStorm Fusion, 8-port 10/1 GE SFP+ Load Module (PS10GE8NG) 

944-1209 PerfectStorm Fusion, 4-port 10/1 GE SFP+ Load Module (PS10GE4NG) 

944-1210 PerfectStorm Fusion, 2-port 10/1 GE SFP+ Load Module (PS10GE2NG) 

944-1202 PerfectStorm Fusion, 1-port 100GE CXP Load Module (PS100GE1NG) 

 

 

PerfectStorm ONE Fusion Appliances 

Part Number Description 

941-0028 PerfectStorm ONE Fusion, 40GE 2-port QSFP+ appliance (PS40GE2NG)  
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941-0027 PerfectStorm ONE Fusion, 8-port 10/1 GE SFP+ appliance (PS10GE8NG) 

941-0031 PerfectStorm ONE Fusion, 4-port 10/1 GE SFP+ appliance (PS10GE4NG) 

941-0032 PerfectStorm ONE Fusion, 2-port 10/1 GE SFP+ appliance (PS10GE2NG) 

941-0033 PerfectStorm ONE Fusion, 8-port 1 GE SFP+ appliance (PS1GE8NG) 

941-0034 PerfectStorm ONE Fusion, 4-port 1 GE SFP+ appliance (PS1GE4NG) 

 

For PerfectStorm platform, please refer to the Product Compatibility Matrix 

available on Ixia’s website. An Ixia website account is required before accessing.  

Browser Compatibility 

The table below lists the HTML browsers supported by BreakingPoint. Browser 

versions that are more current than the versions listed in the table may work, but 

have not been tested at this time. Beta versions of HTML browsers are not 

supported. 

Browser Recommendation for 

Windows 

Recommendation for 

MAC 

Google Chrome 62.0.3202.94 (64-bit) 62.0.3202.94 (64-bit) 

Firefox 57.0 57.0 

Microsoft Edge 40.15063.674.0 N/A 

Safari Not supported 10 and higher 

Internet Explorer Not supported Not supported 

Note: In BreakingPoint 3.5.1, and higher releases, logging in to the management 
UI will not be allowed from HTML browsers that have a maximum SSL version 

setting that is limited to only sslv3 (ssl3). 

Note: Mac users with OS 10.8.2 can use Firefox or Google Chrome as their 
browser. 

 
  

http://www.ixiacom.com/support/product_compatibility_matrix/index.php
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Upgrading to Release 8.40.1 

Before you upgrade to a new firmware release, please create a backup of your 

current system.  

There are 2 backup scenarios: 

• Backup before Native IxOS conversion - If you plan to convert a 
system to the Native IxOS, the proper way to backup data before 

conversion is documented in the conversion guide (which can be 
downloaded from the Ixia support web page (go to: 

https://support.ixiacom.com/ and then log in. Click Software Downloads 
> IxOS (IxServer, IxTCLServer, IxExplorer)). 

Note: After conversion to Native IxOS there may not be enough available disk 

space to restore a previously exported backup (especially for files larger than 

1GB). If there is not enough space available, you can delete the pre-

conversion BreakingPoint data by using the IxOS CLI command, uninstall bps 

legacy (which frees up 250GB of disk space). Be aware that if reverting back 

to a Windows-based architecture, BPS application (BPS VM) will not start after 

uninstalling BPS legacy. 

Compatibility Matrix 

 

 

General Notes 

Specific instructions for installation on PerfectStorm systems are contained in the 

sections below. 

Note: Be aware that you must upgrade your BreakingPoint system to the latest 

ATI package before initiating Security component testing.  

BreakingPoint 8.40.1 

IxOS 8.40 EAPatch2 

FlixOS FlixOS for Native IxOS: 

2017.2.77.xx (see the Product 

Compatibility Matrix for the 

correct FlixOS version) 

FlixOS for Windows IxOS: 

2017.2.0.xx 

IxLoad 8.40EAUpdate1 

IxNetwork 8.40EA 

Licensing 5.0 EA 

https://support.ixiacom.com/
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
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BreakingPoint Installation 

Ixia strongly recommends that you create backups of your system before 

upgrading to the 8.40.1 Firmware release and after upgrading to the 8.40.1 

Firmware release.  

The tables below describe the steps that are required to upgrade to 8.40.1 from 
earlier BreakingPoint Firmware releases. 

 
• For PerfectStorm ONE (or to transition to Native IxOS on XGS2 or XGS-12) 

• For XGS2 and XGS-12 

For Legacy (Storm/FireStorm), XGS2 and XGS-12 

 
Note: Storm and FireStorm are not supported in the BreakingPoint 8.40.1 

release. We recommended that you do not upgrade Storm and FireStorm systems 

to BreakingPoint 8.40.1. 

 

Current BreakingPoint 

Firmware  
Upgrade Path to BreakingPoint 8.40.1 Firmware 

8.40 -> 8.40.1   

8.30 -> 8.40.1   

8.21 -> 8.40 -> 8.40.1  

8.20.1 -> 8.40 -> 8.40.1  

8.20 -> 8.40 -> 8.40.1  

8.13 -> 8.21 -> 8.40 -> 8.40.1 

8.10 -> 8.20.1 -> 8.40 -> 8.40.1 

8.0.x                           -> 8.20.1 -> 8.40 -> 8.40.1 

3.5.x                           -> 8.0.x -> 8.20.1 -> 8.40 

3.4.x                           -> 8.0.x  -> 8.20.1 -> 8.40 

3.3.x                           -> 8.0.x  -> 8.20.1 -> 8.40 

3.2 or earlier             Contact Ixia Technical 

Support 

  

 

 

For PerfectStorm ONE or to transition to Native IxOS on XGS2 or XGS12 

Note: Windows OS is no longer supported. Systems must be converted to native 
IxOS for release 8.13 and higher. 
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Current BreakingPoint 

Firmware  
Upgrade Path to BreakingPoint 8.40.1 

Firmware 

 

8.40 -> 8.40.1    

8.30 Native IxOS -> 8.40.1 

Native IxOS 

   

8.21 Native IxOS -> 8.40.1 

Native IxOS 

   

8.20.1 Native IxOS -> 8.40.1 

Native IxOS 

   

8.20 Native IxOS -> 8.40.1 

Native IxOS 

   

8.13 Native IxOS -> 8.40 

Native IxOS 

-> 8.40.1   

8.10 Windows -> 8.40 

Native IxOS 

-> 8.40.1   

8.0.x Windows                 -> 8.30 

Native IxOS 

-> 8.40 

Native 
IxOS 

-> 8.40.1  

3.5.x 
Windows                         

-> 8.0.x 
Windows 

-> 8.30 

Native 
IxOS 

-> 8.40 

Native IxOS 

 

-> 8.40.1 

3.4.x 
Windows                         

-> 8.0.x 
Windows 

-> 8.30 

Native 

IxOS 

-> 8.40 

Native IxOS 

-> 8.40.1 

3.3.x 
Windows                         

-> 8.0.x 
Windows 

-> 8.30 

Native 

IxOS 

-> 8.40 

Native IxOS 

-> 8.40.1 

3.2 or earlier 

Windows             

-> 3.3.x 

Windows 

-> 8.0.x 

Windows 

-> 8.30 

Native IxOS 

-> 8.40 

Native IxOS 
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BreakingPoint VE 

Note: The user has the option to deploy BreakingPoint 8.40.1 VE system using 

the OVA images from the support.ixiacom.com download page.  
 

 
Note: To transition to Native IxOS, see For PerfectStorm ONE (or to transition to 

Native IxOS on XGS2 or XGS-12): 
 
Note: During an update from 3.0, the user may encounter the following system 

error: "Nov 21 16:03:54 localhost [dbchecker] database connection not 
functional, restarting". This is a normal occurrence. Ignore the message and 

continue with the upgrade. 

Installation on XGS2-HS, XGS12-HS Chassis and PerfectStorm ONE 

Fusion Appliances 

There are two procedures available depending on your update scenario: 

• For XGS2-HS, XGS12-HS XGS chassis that will remain on Windows IxOS 
• For XGS2-HS, XGS12-HS chassis and PerfectStorm ONE appliances that will 

be converted to Native IxOS  

Note: PerfectStorm ONE appliances starting with 8.13 release do not support 

IxOS on Windows and only Native IxOS version is offered for this platform. 

For XGS2-HS, XGS12-HS chassis that will remain on Windows IxOS: 

To install BreakingPoint 8.40.1, you must perform the following steps: 

1. Optionally, before starting the upgrade, we recommend that you perform a 
database backup and export all test configurations 

2. Upgrade FlixOS to the 2017.2.0.x version which is available at: 
https://support.ixiacom.com/support-overview/product-support/downloads-
updates> IxOS (Windows). Use the FLIX OS Upgrade Guide (PDF) for 

guidance. 

3. Upgrade the IxOS version to 8.40EAPatch2 

4. Upgrade BreakingPoint software to firmware 8.40.1 

  

Current BreakingPoint Firmware  Upgrade Path to BreakingPoint 8.40.1 Firmware 

8.40 → 8.40.1  

8.30 → 8.40.1 

 

8.21 
→ 8.40 

→ 8.40.1 

8.20.1 → 8.40 → 8.40.1 

https://support.ixiacom.com/support-overview/product-support/downloads-updates
https://support.ixiacom.com/support-overview/product-support/downloads-updates
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For XGS2-HS, XGS12-HS chassis and PerfectStorm ONE appliances that 

will be converted to Native IxOS 

Note: If your chassis will be converted to Native IxOS, please read the detailed 

information provided in the document that describes how to convert the chassis. 

This document can be downloaded from the Ixia support web page (go to: 

https://support.ixiacom.com/ and then log in. Click Software Downloads > 

IxOS (IxServer, IxTCLServer, IxExplorer)). 

In summary, to install BreakingPoint 8.40.1, you must perform the following step 

(make sure to read and follow the conversion guide (see note below) for the 

complete, detailed instructions): 

1. Convert the system to Native IxOS using FlixOS 2017.2.77.x (see the 

Product Compatibility Matrix for the correct FlixOS version). After the 
chassis is converted to Native IxOS, the IxOS version will be IxOS 8.40 EA, 
then upgrade IxOS version to 8.40EAPatch2 and upgrade BPS version 

8.40.1 

Note: The Conversion Guide can be downloaded from the Ixia support web 

page (go to: https://support.ixiacom.com/ and then log in). Click Software 

Downloads > Windows IxOS. 

Note: New PerfectStorm and PerfectStorm ONE systems currently shipped to 

customers do not require a FLIX OS update. The systems ship with the latest 

FLIX OS version. Customers who currently use the PerfectStorm system must 

upgrade the FLIX OS. 

Upgrading IxOS on Native IxOS systems 

Note: For chassis with Native IxOS with version lower than 8.40.1, there are 

2 methods for upgrading to IxOS8.40EAPatch2:  

Online: 

1. Access the Ixia Chassis CLI - ssh admin@<chassisIP> -p 22, password: 
admin 

2. Apply command “enter Chassis” to access to Chassis CLI 

You will be notified through the CLI when new builds of IxOS are available.  

 

https://support.ixiacom.com/
http://www.ixiacom.com/support/product_compatibility_matrix/index.php
https://support.ixiacom.com/
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3. Run the install ixos <version> command to perform the install. The 

build will be installed automatically from Ixia IxOS online repository (which 
is predefined in the OS). 

Offline: 

1. Download the IxOS build from http://support.ixiacom.com/support-
overview/product-support/downloads-updates/versions/21.  

2. Use FTP to put the file on to the Chassis. 

ftp://<chassisIP> 

user: admin   

password: admin   

Put Ixia_Hardware_Chassis_XX.XX.XX-EA.tar.gz.gpg 

4. Access the IxOS CLI - ssh admin@<chassisIP> -p 22, password: admin 

5. Apply command “enter Chassis” to access to Chassis CLI 
6. Run the install ixos <version> command to perform the install of the 

version that was downloaded. 
7. Reboot the chassis. 

Upgrading IxOS 8.40EAPatch2 on Windows IxOS 

Software and Installation Instructions are located at the following location:   

http://support.ixiacom.com/support-overview/product-support/downloads-
updates/versions/21 

Note: The version numbers displayed in the images below may differ from the 

version numbers that are displayed when you upgrade 8.40EA. 

Note: BUG1354074: A Stop Error (Blue Screen) may occur while upgrading IxOS 

due to a Microsoft Windows issue. A Microsoft hotfix is available to resolve this 

issue, see Windows Update kb2675806. 

Starting from the Windows VM: 

1. Open Remote Desktop and Login to the Ixia Windows VM. 
2. Copy the IxOS executable to the Desktop. 

a. You may need to copy the *.exe file onto the Ixia Windows VM. 
b. The file can be directly downloaded on the VM using the link above. 
c. If no direct network access to ixiacom exists, then a shared file 

system with the Ixia Windows VM is needed to gain access to the VM. 
3. Stop IxExplorer and IxServer. 

a. Use a graceful shutdown, File -> Exit 
4. Run *.exe. 

http://support.ixiacom.com/support-overview/product-support/downloads-updates/versions/21
http://support.ixiacom.com/support-overview/product-support/downloads-updates/versions/21
http://support.ixiacom.com/support-overview/product-support/downloads-updates/versions/21
http://support.ixiacom.com/support-overview/product-support/downloads-updates/versions/21
https://support.microsoft.com/en-us/kb/2675806
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5. Click the Run button. 

 

6. Accept the Default Destination Folder for the Installation. Click Next. 
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7. Set Client and Server to install and “This feature, and all sub features, 
will be installed on local hard drive”, then click Next.  

a. Note:  TCL server install is optional. 
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8. Select the following option: “Add to Startup Programs.(Typical)”, then 
click Next. 
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9. After some essential components complete installation, the IxOS server will 
be ready to install, click Install. 

 

10.After several minutes of installation, new IxOS application links will be 

copied to the desktop. 
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11.The system will ask the user to reboot the Windows VM. 
12.After the Windows VM reboots IxServer will start automatically and will 

continue setting up the system hardware. 

a. Note:  Starting IxServer the first time after installation will be slower 
and may take more than 10 minutes for each slot to be prepared to 

run with the new IxOS version. 
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13.Then open IxExplorer and make sure that it is the same version as 

IxServer. 
a. In the IP Address field, type: localhost 

b. Click OK. 

Saving the configuration for a later time is optional, we selected No 
for this example. 
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14. IxExplorer will show the status of the blades connected to the chassis 
along with the mode they are running in. 

a. Seeing a green status indicator for Chassis indicates the blade is 
communicating with IxServer. 

b. Green Ports indicate Link Up status. 

c. Red Ports indicate Link Down status. 

Upgrading BreakingPoint Virtual Edition 

Note: You must have BreakingPoint VE controller version 3.4.2 or higher to 

perform this upgrade. 

1. Download the BreakingPoint Virtual Edition VM update file 

(update_vm.xx.bps) from IXIA Support download web page. 
2. Log in to the Ixia BreakingPoint VE System. 
3. Navigate to ADMINISTRATION -> SYSTEM SETTINGS -> UPDATES. 

4. Select UPDATE SYSTEM and then see the image below. 
a. After you have created a backup of your vController, select the, I 

already created a backup, option.  
b. Browse to the location of the BreakingPoint VE update file and select 

OK to start the update. 
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5. The BreakingPoint VE update will take 15-20 minutes to complete. 

6. To verify that the update has been installed, see the version information in 
the Installed Applications section of the UPDATES tab. 

Upgrading the BreakingPoint System 

Note: There are 3 different types of BPS update file. Use the appropriate update 

file for your BreakingPoint system.  

• BPS in Native IxOS: ixia-web-platform-bps-xx.xx.xx.xx.el7.x86_64.waf 

should be used for chassis or appliances running in a Native IxOS system. 
See BPS Migration Procedure.  

• BPS VE: Update_vm.x.x.bps should be used for BPS VE. Please refer to the 
BreakingPoint VE installation Guide and the “Upgrading BreakingPoint 

Virtual Edition” section in this release note. 

• Windows System: Update.x.x.bps should be used for chassis or 
appliances running on Windows IxOS. See Windows System Update. 

Depending on the BPS version running on the system, the user needs to follow 

one of the two upgrade procedures below: 

1. Systems running BreakingPoint 8.40 - 

1. From IXIA BreakingPoint Page, click Launch Administration.  

2. Click BPS Software Update  

3. Click UPDATE SYSTEM  

4. Click on the checkbox, “I created a backup ….” 

5. Use BreakingPoint installer Package (ixia-webplatform-bps-8.40...waf) 
to upgrade to BreakingPoint 8.40.1 version. The installer package (ixia-
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webplatform-bps-8.40...waf) can be downloaded IXIA support download 
web page.  

2. Systems running versions earlier than BreakingPoint 8.40 - 

1. Install IxOS 8.40 EA by following the IxOS installation Guidelines. 

2. Once the IxOS installation is complete, connect to Chassis IP: 
https://<Chassis IP>. 

3. Log in using user id: admin, password: admin. 

After logging in, the WebPlatform Dashboard will display as shown in the image 

below. 

 

4. Click the Install New Applications icon ( ) to install BreakingPoint 

using the BreakingPoint installer Package (ixia-webplatform-bps-

8.40...waf). The installer package (ixia-webplatform-bps-8.40...waf) 

can be downloaded from the IXIA support download web page. 

5. Select the Installer Package as shown in the image below. Then click 

OK to start the BreakingPoint installation. 
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6. After the installation is complete, log in using user id: admin and 
password: admin. 

7. Click Administration and upgrade to BreakingPoint 8.40.1 by following 
the steps mentioned in section “Systems running BreakingPoint 8.40” 

8. Click the BreakingPoint Application icon to launch BreakingPoint. 

Windows System Update 

To update the Ixia BreakingPoint System: 

1. Download the required BPS update file (update-xxx.bps) from IXIA support 
download web page. 

2. Log in to the Ixia BreakingPoint System. 
3. Navigate to ADMINISTRATION > SYSTEM SETTINGS > UPDATES. 

4. Select UPDATE SYSTEM (see figure 1 below). 
5. Browse to the location of the BreakingPoint update file (update-xxx.bps) 

and select OK. 

6. The BreakingPoint update will take 30-45 minutes to complete. 

Update ATI Packages 

The Application and Threat Intelligence (ATI) program provides updates 

frequently to ensure the delivery of the industry's most up to date application and 

threat intelligence. Starting from this release, both Online and Offline ATI updates 

procedures are available. For Online update, user will be notified the availability of 

the Update right after logging into the BreakingPoint systems, please refer to 

Figure 1. Choose the package to be installed and click “INSTALL UPDATES” 

For Offline update, download ATI Update Packages from: 

https://support.ixiacom.com/support-overview/product-support/downloads-

updates , click OFFLINE UPDATES, please refer to Figure 1. 

https://support.ixiacom.com/support-overview/product-support/downloads-updates
https://support.ixiacom.com/support-overview/product-support/downloads-updates
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Figure 1: Ixia WEB APPS Start Page 

 

Switching to BreakingPoint Mode 

All PerfectStorm Fusion load modules (blades) are capable of operating in IxLoad 

or BreakingPoint mode. After Chassis boots up, all PerfectStorm Fusion load 

modules default to IxLoad mode.  

Note: Cards retain the mode they were in prior to being rebooted. 

On PerfectStorm (XGS12-HS), a red square in the upper right corner of the card 

on the Device Status screen indicates that the module is in IxLoad mode. A green 

square indicates that the module is in BreakingPoint mode. On PerfectStorm ONE, 

the text “IxLoad Mode” at the bottom left side of the chassis on the Device Status 

screen indicates that the unit is in IxLoad mode. The text “Settings” indicates that 

the PerfectStorm ONE unit is in BreakingPoint mode. 
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To Transition from IxLoad Mode to BreakingPoint Mode: 

1. Click a port on the load module to begin the transition process. The Reboot 
Slot window will display. 

2. Change the Slot Option setting to Mode. Select BreakingPoint Mode or 
BreakingPoint L2/L3 Mode. 

3. Click Apply and wait for the mode change to complete. 

Note: The transition from IxLoad mode to BreakingPoint mode takes 
approximately three minutes for each load module. 

Note: To transition multiple load modules to BreakingPoint mode on 
PerfectStorm, each load module must be allowed to completely transition 
before the mode change process for the next load module can begin. 

Transitioning multiple modules simultaneously is prohibited. 

 

 

  



 

8.40.1 Release Notes  28 

Resolved Defects 

The following table lists defects from previous releases that have been resolved. If 

you have any concerns or questions regarding the defects listed here, please 

contact the BreakingPoint support team at support@ixiacom.com or call them at 

1- 818 595-2599.  

Reference # Description 

BUG1464105 Resolved the issue where the name displayed in the UI for an 

imported Live Profile was different than the actual Live Profile 

file name. 

BUG1469840 Resolved the issue where IPv6 packets on Routing Robot tests 

were displaying the wrong Ether Type. 

BUG1468438 Resolved the issue on PerfectStorm One where a card in L23 

mode/4 port 10G would not display in the UI. 

BUG1463759 Resolved the issue where exporting "select sections" of a 

Report, resulted in the download of the entire report. 

BUG1466767 Resolved the issue where real-time statistics were not collected 

correctly when using the REST API. 

BUG1463755 Resolved the issue where exporting "select sections" of a 

Report, produced no results. 

BUG1460394 Resolved the issue that produced inconsistent statistic values 

when comparing Component Statistics to Aggregated statistics. 

BUG1463600 Resolved the issue where a Tuple Manager error was reported 

at the end of a Routing Robot test with Maximum bandwidth 

setting per host in Network Neighborhood. 

 

  

https://ixca-tmtrkapp.ixiacom.com/tmtrack/tmtrack.dll?IssuePage&RecordId=968394&Template=view&TableId=1000
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Known Issues and Defects 

The following section details the known issues and defects of Firmware Release 

8.40.1. Workarounds are listed for each defect if they are available. If you have 

any concerns or questions regarding the defects listed here, please contact the 

BreakingPoint support team at support@ixiacom.com or call them at 1-818-595- 

2599. 

Reference # Description 

BUG1470880 

 

When clicking an ATI updates notification link, in order to see 

more details, you may occasionally get directed to the wrong 

location in the BPS Administration UI. 

Workaround: In the BPS UI, click the Launch button under the 

Administration section, then click ATI Updates.  

BUG1470631 

 

When you deselect the Malware check box in the ATI Cloud 

Update UI, the list of available malware updates expands. 

BUG1468183 A test that includes a LiveAppsim component with the "speed 

up or slow down factor" set to 1/96x, will fail with errors if it is 

run in an earlier of version of BPS.  

Workaround: To work around this issue, manually set the 

“speed up or slow down factor” to a value that is supported in 

the running version of BPS. 

BUG1467504 When running SSL performance tests beyond the maximum 

capability of the platform, the Unknown/Closed flow received 

RST report statistic will count both the RST sent by the other 

test port and the out of order packets superflows that have 

already been closed. 

BUG1466484 Tests created on or before 8.30 release using Live Profiles, 

which includes Quic as one of the applications, will fail during a 

test because the superflow mapping for the application has 

changed in the 8.40.1 release. The workaround is to explicitly 

import the Live Profile again before running the test. In case 

the Live Profile is not available please contact Ixia support for 

alternative corrective measures. 

INF1463110 By default, the TLS_ECDEH_ECDSA key exchange selects the 

secp192r1 curve. We recommended that users contact 

Customer Support to get a workaround for this issue. 

  

mailto:support@ixiacom.com
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Operational Considerations 

Reference # Description 

1445408 The IxOS CLI and IxOS web UI diagnostics are complementary and are 

incomplete as standalone diagnostics tools. Both diagnostics should be 

provided for the best characterization of an issue when contacting Ixia 

Technical Support team. 

1427345 The available disk space on the chassis after Native IxOS conversion 

becomes limited. Up to 70% of the HDD contains information for 

restoring the chassis to Windows mode (undoing the Native IxOS 

conversion). We recommended that you reclaim this disk space by 

deleting the legacy BPS information (use IxOS CLI command: uninstall 

bps legacy) before running a long duration scaled test. 

1425901 CloudStorm hardware interprets the increment/decrement port settings 

in a slightly different manner than earlier BPS blades. In both cases the 

user sets the "starting port number” and the "mask size”. For example, 

consider an incrementing case where the mask is set to eight bits; In 

CloudStorm, the port numbers generated will increment from "starting 

port + 0" to "starting port + 255". In blades other than CloudStorm, 

using the same settings, the eight least significant bits in the starting 

port will be replaced by an incrementing value of 0 to 255. It should be 

noted that if the user sets the "starting port number” such that the 

masked bits are zero, the resulting port # sequences generated by 

both sets of hardware will be identical. This is likely the most common 

configuration as the masked bits in the "starting port number” are 

essentially ignored by legacy hardware. The newer mechanism gives 

more flexible control over the port ranges. 

1425332 On CloudStorm for a Security/Security NP test in combination with 

other components such as AppSim or Routing Robot, adding a new 

component and changing the tags might take an extended period of 

time. The higher the number of components the longer the delay for 

the tag change. 

1423380 Four AppSim components are required to achieve the Max GTP UE 

attached rate on CloudStorm. 

1422408 The Delayed Start feature in Layer 2/3 on a CloudStorm blade has a 

+/- 10 second tolerance in this release. 

1409901 The files created for backups of native IxOS databases vary in size, and 

can take more than an hour to backup or to restore. The main 

component of their size is the number and size of test reports included 

in the database files. If you wish to reduce the time taken by the 

backup and restore functions, delete unneeded test reports prior to 

running the backup or restore. 

1402051 Due to a queuing mechanism in “Performance Acceleration” (DPDK) 

mode, intermittently, response times may be slow if there are a large 

number of requests in queue. Tests that have a short duration may 

appear to stop without proper closure of sessions. 
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1401956  When a BPS VE host supports required CPU flags, you must select 

"Copy host CPU configuration" in the Virtual Machine Manager in order 

to deploy a vBlade. 

1401796 When in “Performance Acceleration” (DPDK) mode, increasing available 

resources for BPS VE may not help to successfully deploy vBlades. 

1399525 On BPS VE, the Security component should be shared with other test 

components in order for security packets to be successfully delivered. 

1399069 When running BPS VE on EXSi 5.5, L2/L3 components drop a large 

number of packets due to the vSwitch.  

Workaround: To work around this issue, use ESXi 6.0. 

1398134 Note that GTP tunnel creation is not dependent on the number of 

sessions. BPS creates tunnels irrespective of session rate.  

1396164 On BPS VE, in a scenario where the configured throughput of a test 

exceeds the link speed, the licenses that are allocated (checked out) 

are based on the link speed that can be achieved on the NIC. 

1309762 When PerfectStorm is in L2/L3 mode, only one network processor is 

available to generate application traffic. Therefore, maximum 

performance/throughput is expected to be lower for L4/L7 test 

components while L2/L3 tests will perform as expected. 

N/A On BPS VE, in certain scenarios, "incorrect" L4 checksums might 

appear in the packet capture on those segments sent by the same host 

you are capturing on. This happens with hardware checksum offloading 

because the packets are captured in software. 
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